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WinIso®

Calculating heat flows, thermal bridges, isotherms and Uf-values according to EN ISO 10077-2:2018.
Ufr-, Ueg- and Ucg-values according to ISO 15099 and NFRC

Imported CAD files can be analysed automatically and problems with the drawing are removed by
the software. Therefore complex constructions and systems can be calculated within a short
timeframe. Due to the integrated FEM calculating engine, results are determined very precisely.

Features
Highly automated geometry processing of CAD files in .dxf and .dwg format
Detailed geometrics and efficient computation of inclinations and radii
Automated material assignment based on CAD layers
New solver and calculating enginge with automated FEM-mesh generation
Calculation according to „Radiosity-Model“ (new cavity model according to
EN ISO 10077-2:2018) and equivalent thermal conductivity (EN ISO 10077-2:2012/2018)
Simple definition of foils, coatings and surface characteristics by polylines
Various mixable gas filling of the cavity according to EN 673
Automatically determined Uf-values of windows and facade profiles
Automated Psi-values of thermal bridges and insulating glass spacer according to EN ISO 10211
and EN ISO 10077-2
Ug-values of insulating glass units according to EN 673
U-value computation of any construction
Calculation of isotherms, surface temperatures and temperature factor
Certified by IFT Rosenheim as fully compliant for calculation according to ISO 10077-2:2018
Vapor diffusion calculation
Ufr-, Ueg- and Ucg-values according ISO 15099 and NFRC
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Calculation basis:
U -Value
is a measure of the thermal energy quality of components. The
higher the value, the more heat passes through a component.

Technical System Requirements:

Processor: Intel and AMD

Ug -Value
The U-value of a glazing indicates the heat flux trough the
undisturbed, middle area of the glazing.

Memory: 4 GB RAM

Uf -Value
the U-value of the frame indicates the heat flux trough the
frame area.

Operating System: Windows Vista, 7, 8.1, 10

Edge compound-Ψ-Value
The linear heat transmission coefficient indicates the heat
flux through the edge compound in windows.

Disk Space: 10 GB

Monitor (min. resolution): 1024 x 768 px
Database: FireBird 2.1

UW -Value
The heat transition coefficient of the window indicates the heat
flux through the entire window.
fRsi -Factor
The temperature factor is a criterion for the risk of mould.

License Models:
Individual License
Per needed license it has to be bought a single user license. By purchasing additional licenses the amount of users
can be increased as needed. Licenses can be shared within one legal entity.
The software has to be installed only on one computer and is not allowed to be used by several persons
simultaneously.
Concurrent Network License
A concurrent network license has to be purchased additional to the individual licenses. The amount of the available
licenses is based on the purchased software licenses. You can increase the number of licenses by buying further
software licenses. Licenses can be shared within one legal entity. That means several persons are able to operate
at the same license. The maximum permissible number of simultaneous use is the number of your purchased
licenses.
The program has to be installed on a local server. Simultaneous access for the amount of individual licenses is
provided by your concurrent network license.
Terminal Server License (Named User Network License)
It has to be bought a named user network license. The named user network license contains three named-userlicenses. By purchasing additional named-user-licenses the amount of users can be increased as needed.
Install und register the software on a terminal server. After starting the program, the client will be prompted for the
user name. The terminal server license stores this user name together with the IP address or the machine name.
Now the first named-user is registered. This client has always access to the full version of the software from now.
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